
Personal Protective Equipment (PPE)
Activity and Use Chart 

Revised 5/22/2019

PPE ITEM Landfill MRF
Transfer 
Station

Yard
Maintenance 

Shop

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection****

Respirator*****

Safety Glasses

Safety Vest

Managers should note that when they are doing observations they are required to wear the same PPE as the job they
are observing.
* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first

supported by appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard  Analysis.     

More specific information is contained in the Job Hazard Analysis.  This chart is not intended to supplement or replace any part of the Job Hazard 

Analysis.

MANAGEMENT

Required to wear Optional to wear



Personal Protective Equipment (PPE)
Activity and Use Chart 

Revised 5/22/2019

PPE ITEM
Working 
Route

Yard
Landfill

(Tipping Area)
MRF/ Transfer 

Station
Maintenance 

Shop

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection***

Respirator****

Safety Glasses

Safety Vest

Includes all Residential, Commercial, Roll-Off, Tractor Trailer Drivers.

* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first

supported by appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard Analysis.   

More specific information is contained in the Job Hazard Analysis. This chart is not intended to supplement or replace any part of the Job Hazard 

Analysis.

DRIVERS

Required to wear Optional to wear



Personal Protective Equipment (PPE)
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PPE ITEM
Working 
Route

Yard
Landfill

(Tipping Area)
MRF/ Transfer 

Station
Maintenance 

Shop

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection***

Respirator****

Safety Glasses

Safety Vest

Helpers must remain inside the truck at Disposal Locations Rule 16.12

* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first

supported by appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard  Analysis.     

More specific information is contained in the Job Hazard Analysis.  This chart is not intended to supplement or replace any part of the Job Hazard 

Analysis.

HELPERS

Required to wear Optional to wear



Personal Protective Equipment (PPE)
Activity and Use Chart 

Revised 5/22/2019

PPE ITEM Yard
Landfill

(Tipping Area)
MRF/ Transfer 

Station
Maintenance 

Shop

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection***

Respirator****

Safety Glasses

Safety Vest

1. This matrix is for operators of all mobile equipment including forklifts, loaders, dozers, scrapers, compactors, etc.
2. Equipment operators blowing down equipment must utilize maintenance task PPE matrix.
3. When operating in closed cab equipment all operators must follow the appropriate column of this matrix.
4. When operating open cab equipment you must wear a hard hat and safety glasses.

* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first supported by

appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard  Analysis. More 

specific information is contained in the Job Hazard Analysis.  This chart is not intended to supplement or replace any part of the Job Hazard Analysis.

EQUIPMENT OPERATORS

Required to wear Optional to wear



Personal Protective Equipment (PPE)
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PPE ITEM
Maintenance 

Shop
Yard

Landfill
(Tipping Area)

MRF/ Transfer 
Station

Route
Operating/ 

Driving

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection***

Respirator****

Safety Glasses

Safety Vest

* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first supported by

appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard  Analysis. More 

specific information is contained in the Job Hazard Analysis.  This chart is not intended to supplement or replace any part of the Job Hazard Analysis.

GENERAL MAINTENANCE 

Required to wear Optional to wear



Personal Protective Equipment (PPE)
Activity and Use Chart 

Revised 5/22/2019

Note: Assumed above described tasks being performed inside Maintenance Facility. See GENERAL MAINTENANCE matrix for all

other location specific requirements. Not all inclusive, additional information available through site Certification of Hazard

Assessment.

* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first supported by

appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard  Analysis. More 

specific information is contained in the Job Hazard Analysis.  This chart is not intended to supplement or replace any part of the Job Hazard Analysis.

SPECIFIC MAINTENANCE TASKS

Required to wear Optional to wear

PPE ITEM
Changing 

Tires

Vehicle 
Service/ Road 

Calls

Welding 
Cutting

Cleaning 
Parts

Power 
Tools

House 
Keeping 

Operating 
Over Head 
Eqipment

Grinding Comp Air Painting
Power 
Wash

Equip 
Blow 
Down

Sand 
Blasting

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Gloves, Welding

Googles

Hard Hat***

Hearing Protection****

Respirator****

Safety Glasses

Safety Vest

Welding Helmet

At least one items shown in this color



Personal Protective Equipment (PPE)
Activity and Use Chart 
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PPE ITEM Landfill MRF
Transfer 
Station

Yard
Maintenance 

Shop

Boots*

Dust Mask**

Face Shield

Gloves

Gloves, Chemical

Hard Hat***

Hearing Protection****

Respirator*****

Safety Glasses

Safety Vest

Includes all other WM personnel not specifically referenced elsewhere. Third Party Hauler cooperation and adherence to PPE

policy subject to site specific standards prescribed by management.
* Boots: 6” Lace Up, Safety Toe, Defined Heel, Leather

**Dust masks: can be issued upon request by the employee after compliance with 20 CFR 1910.134 (c) (2) (i).

*** Hard Hats: are required on the Tipping Floor and Working Face. Optional in other areas or follow site protocol.

****Hearing protection: must be issued with proper employee training if the noise exposure exceeds the threshold outlined in 29 CFR. However, DOT

regulated drivers are excluded from wearing hearing protectors and DOT regulations require interior cab noise levels to be no greater than 90 dba.

*****Respirator: can only be issued after compliance with the respiratory protection standard detailed in 29 CFR 1910.134 and should be first supported by

appropriate air monitoring.

The PPE on this chart reflects the PPE associated with sites’ most commonly performed tasks and worksites based upon the Job Hazard Analysis. More

specific information is contained in the Job Hazard Analysis. This chart is not intended to supplement or replace any part of the Job Hazard Analysis.

Further, this chart lists the recommended PPE for WM personnel that are not more specifically identified on the other charts. This chart reflects minimal,

recommended PPE for non-WM employees conducting business at the respective facilities.

GENERAL LABOR

Required to wear Optional to wear


